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49"
46.5"

31"28.5"

24.5"

17.5-18.5"

1.25" CHAMFER

26"

36" Min.

17.5-18.5"
1"

2"
CABINET OVERLAY

CABINET FOOTPRINT

26"

13"

18.5"

40.5"

44"

38.5"

1"

2" FOR SOURCE 

(ELECTRIC)

1" FOR GROUND WIRE 

#4 AWG STRANDED 
BARE COPPER

49"
31"

COMPACTED EARTH

CONCRETE

RESTORED LANDSCAPE

3" CONDUITS FOR SIGNAL CABLE

EXPANSION

JOINT

24"

24"

3"

2"

1.25" CHAMFER IF ABOVE GRADE

FLUSH IF NOT

2"

1" FOR GROUND WIRE

3" FOR SIGNAL CABLE

PEDESTRIAN SIGNAL FOUNDATION

3" MIN.

3" MIN.

3" MIN.

3" MIN.

9.5" MIN.

625.13 TAMPED BACKFILL

PAVEMENT TO BE RESTORED AS PER STD. DWG. BP-6 (DETAIL NO. 3)

BOND BREAKER

3" SCHEDULE 40 

PVC CONDUIT

2" SCHEDULE 40 PVC CONDUIT 

(ELECTRIC)

UNDERGROUND CONDUIT DETAIL

36"

P44 CONTROLLER FOUNDATION

3" ENCASEMENT

CLASS "C" CONCRETE
CLASS "C" CONCRETE 12" MAX

CONDUIT

625.13 TAMPED BACKFILL

12" MAX TRENCH

TRENCH WIDTH 1" GREATER

THAN THE CONDUIT O.D.

4" MINIMUM

305 CONCRETE

CONDUIT

703.02

3" TO 6"

SURFACE COURSE

TRENCH NARROW SLIT TRENCHTRENCH IN PAVED AREAS

COMPACTED EARTH

3"

#4 WELD LOOPS

6 - #6 REBAR

12"

3"

3"

BOLT CIRCLE
J

S

FLANGE BASE

FOUNDATION 

MUST BE

SQUARE IN 

THIS AREA

FOUNDATION

MAY BE

CIRCULAR

IN THIS AREA

DEPTH

WIDTH

P

ALL POLE FOUNDATIONS WILL INCLUDE A 3" CONDUIT FOR SIGNALS, 
A 2" CONDUIT FOR ELECTRIC AND A 1" CONDUIT FOR THE GROUND. 

UNUSED CONDUITS WILL BE APPROPRIATELY SEALED.  

CLASS 'C' CONCRETE

ALL CONDUIT IS SCHEDULE 40 PVC UNLESS 

OTHERWISE NOTED.

STREET CROSSINGS ARE ENCASED - ALL OTHER 

CONDUIT CAN BE DIRECT BURIAL.

NO SIGNAL BASE OR FOUNDATION SHOULD BE POURED 

UNTIL THE CURBS AND RADII ARE IN PLACE, THIS IS 
TO INSURE THAT THE ELEVATION OF THE FOUNDATION 

IS CORRECT AND THE BOLTS ARE THE CORRECT 

HEIGHT.

PLEASE REFER TO THE STATE OF OHIO "STANDARD 

CONSTRUCTION DRAWINGS", DRAWING NUMBERS 
TC-21.20 AND TC-81.20 AND THE SUMMARY SHEET 

FOR REQUIRED POLE, BOLT AND FOUNDATION 
MEASUREMENTS.

ALL FOUNDATIONS WILL BE PROVIDED WITH: A GROUND 

ROD, #4 AWG STRANDED GROUND WIRE ATTACHED TO 
THE GROUND ROD, RUN THROUGH THE GROUND WIRE 

CONDUIT WITH 18" OF #4 WIRE ABOVE THE TOP OF 
THE CONDUIT AT THE FOUNDATION TOP.

#4 WELD LOOPS

 #6 REBAR

CONCRETE CYLINDER

WIDTH

SIGNAL POLE FOUNDATION

24" C-C

2"± 1"

8"BOLT CIRCLE

2"± 1"

6.25"

3/8"

SHAFT WELDED TO BASE

8"

3/4"

STEEL PLATE ASTM A36

OR ASTM A572 GRADE 4.

4 1

2
" O.D. PEDESTAL SHAFT SCHEDULE 40 STEEL PIPE 

ASTM A53 GRADE B OR A501 (LENGTH AS PER PLAN)

8"

ANCHOR BOLTS

36"

FOUNDATION SHOWN FOR TWO BOLT MOUNTING,

SOME CABINETS MAY REQUIRE FOUR BOLT MOUNTING.

CONDUIT WILL BE ALIGNED AS NECESSARY FOR THE

CURRENT INSTALLATION.

THE CONTROLLER FOUNDATION SHALL INCLUDE:

2 - 3" CONDUIT, 1 - 2" CONDUIT AND 1 - 

1" CONDUIT OR MORE, AS PER PLAN.

THE CITY OF AKRON WILL PROVIDE THE FOUNDATION FORM,
CONTACT THE SIGNAL LINE FOREMAN AT 330.375.2851 TO 

SCHEDULE FORM USE

GROUND ROD INSTALLED PER ODOT SPEC. 625.16

ROD WILL BE 1" X 10' AND SECURED BY CAD-WELD

ALL METAL TRAFFIC SIGNAL EQUIPMENT SHALL BE 

GROUNDED

CONDUIT

24" MIN.

24" MIN.
24" MIN.

12" MIN.

8"

SAW CUTSAW CUT

12" MIN.

CONCRETE CLASS "C"
CONCRETE CLASS "C"

12" MIN.

8"

12" MIN.

TRAFFIC 

SIGNAL

35.625"

24"

3"

39"

24"

35.625"

24"

27"

4.6"

TOP

SIDE

END

PULLBOX DETAIL

APPROVED BOXES:

OLDCASTLE/SYNERTECH
24" X 36" PULL BOX, 20,000 LB LID, COVER - #S2436HCB0A
BOX 24" DEEP - #S2436B24FA, BOLTS, STAINLESS - #1001

QUAZITE

24" X 36" PULL BOX, HEAVY DUTY 15,000, 22,500 PG DESIGN 

LOAD, COVER - #PG2436HA00 WITH BOLTS, BOX 24" DEEP - 
PG2436BA24

CONDUIT 

AS PER PLAN

6" GRAVEL BASE FOR DRAINAGE

6" CONCRETE

COMPACTED EARTH
2"

LID

THE PULL BOX SHOWN IS THE 24" x 36"

A 30" X 48" X 24" BOX, OF THE SAME 
DESIGN, SHALL BE USED AT ALL UNDER-

GROUND SPLICE LOCATIONS, AS PER PLAN
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